


System T segments are meant to 
be mounted to a scaffolding by 4 
couplers. System T safety nets can be 
used as an alternative to conventional 
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to be installed on scaffolding, and then 
net can be attached. Scaffolding has to 
be anchored in nodes near safety net 
couplers. Each segment has a span of 6 
m and catching width of 3 m. 
Segments can be combined by lacing 
or overlapping.

System T safety net protects workers 
in case of fall from height not exciding 
6 m. 
It utilizes  net with 10 cm mesh size. 
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mesh to protect from falling dust, 
rocks or other particles

Safety net will effectively protect fall 
of larger objects (such as beams) only 
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use of crane, then to dismount (or add 
connecting segments) you will only 
need portable winch (Rock Master 
RWRM) 

Net was tested by dropping 100 kg 
test mass from height of 7 m.
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to EN1263-1 and EN1263-2 
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of Science and Technology).

NON-INVASIVE SYSTEM T SAFETY NET FOR SCAFFOLDINGS.
DRILL FREE INSTALLATION

CHARACTERISTICS

SCAFFOLDING SYSTEM T SAFETY NET



Side viewFrontal view

STANDARD:
EN 1263-1,
EN 1263-2

PACKAGE
DIMENSIONS: 6 mWEIGHT: ~10 kg

Materiał:
galvanized steel,
nylon, polypropylene

OTHER:
compatible
with  STWS i STWP

TECHNICAL INFO

Scaffolding Diagonal bracing tube1

Net 3,2m x 6m2

3

Safety net coupler
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Two segments with connecting net
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